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ENGLISH
Explanation of general view

SPECIFICATIONS
Model 7104L
Capacities

Max. hole length (Longitudinal) ..................... 130 mm
Max. hole depth ............................................. 155 mm
Width of applicable workpiece ........ 80 mm – 308 mm

Chain speed (min-1) ................................................. 300 m
Dimensions (L × W × H) .....512 mm × 298 mm × 513 mm
Net weight................................................................. 17 kg 
Safety class ............................................................ Class I

• Due to our continuing program of research and devel-
opment, the specifications herein are subject to change 
without notice.

• Note: Specifications may differ from country to country.

Intended use
The tool is intended for cutting mortise in wood.

Power supply
The tool should be connected only to a power supply of 
the same voltage as indicated on the nameplate, and can 
only be operated on single-phase AC supply. This tool 
should be grounded while in use to protect the operator 
from electric shock. Use only three-wire extension cords 
which have three-prong grounding-type plugs and three-
pole receptacles which accept the tool's plug.

ADDITIONAL SAFETY RULES 
1. Use this tool only to cut holes in wood.
2. This tool is for cutting holes in flat-surfaced wood. 

Never use it for cutting holes in a log.
3. Wear ear protectors.
4. Handle the cutter chain carefully; it is very sharp.
5. Place the workpiece on wood blocks or short 

beams to prevent the cutter chain from hitting the 
ground, floor, etc., causing damage to the cutter 
chain at the time of hole breakthrough.

6. Check the cutter chain carefully for cracks or dam-
age before operation. Replace cracked or dam-
aged cutter chain immediately.

7. Secure the tool to the workpiece firmly.
8. Inspect for and remove nails or foreign matter 

from the workpiece before operation.
9. Do not operate the tool with the safety cover open.
10. Do not wear gloves during operation.
11. Keep hands away from moving parts.
12. Remove the tool from the workpiece after opera-

tion to keep it from falling off and possibly caus-
ing injury.

13. Don’t abuse cord. Never yank cord to disconnect 
it from the receptacle. Keep cord away from heat, 
oil, water and sharp edges.

14. PROPER GROUNDING. This tool should be 
grounding while in use to protect the operator 
from electric shock.

15. EXTENSION CORDS. Use only three-wire exten-
sion cords which have three-prong grounding-
type plugs and three-pole receptacles which 
accept the tool’s plug. Replace or repair damaged 
or worn cord immediately.

SAVE THESE INSTRUCTIONS

1. Wing bolt
2. Stopper pole
3. Stopper
4. Lock-off button
5. Switch trigger
6. Adjusting screw
7. Chain bar
8. Chain cover
9. Hex bolt
10. Arrow
11. Sprocket
12. Lever (A)
13. Vise lever

14. Rear vise
15. Setting handle
16. Front vise
17. Indicator plate
18. Indication plate
19. Cutting line (A)
20. Cutting line (B)
21. Hook
22. Hex bolts
23. Gauge plate
24. Travel distance (D)
25. Lever (B)
26. Lever (C)

27. Adjusting hex bolt for No. 1 set 
position

28. Adjusting hex bolt for No. 2 set 
position

29. Original position
30. No.1 set position
31. No.2 set position
32. Ruler
33. Front vise
34. Limit mark
35. Brush holder cap
36. Screwdriver
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FUNCTIONAL DESCRIPTION 
CAUTION:
• Always be sure that the tool is switched off and 

unplugged before adjusting or checking function on the 
tool.

Adjusting depth of cut (Fig. 1)
Loosen the wing bolt on the stopper. Move the stopper to 
the desired position and tighten the wing bolt. When tight-
ened, the tip of the wing bolts should contact the flat sur-
face of the stopper pole. The numbers indicated on the 
stopper pole are in cm units (3 mm per graduation).

Switch action (Fig. 2)
CAUTION:
• Before plugging in the tool, always check to see that 

the switch trigger actuates properly and returns to the 
“OFF” position when released.

To prevent the switch trigger from being accidentally 
pulled, a lock-off button is provided. To start the tool, push 
in the lock-off button and pull the switch trigger. Release 
the switch trigger to stop.

ASSEMBLY
CAUTION:
• Always be sure that the tool is switched off and 

unplugged before carrying out any work on the tool. 

Installing or removing cutter chain (Fig. 3)
WARNING:
• Always be sure that the tool is switched off and 

unplugged before installing or removing the cutter 
chain.

• Always close the chain cover after installing, removing 
or adjusting the cutter chain.

To install the cutter chain, open the chain cover. Loosen 
the hex bolt securing the chain bar and the adjusting 
screw.
Orient the cutters in the direction of the arrow on the tool 
(rotational direction). Attach the cutter chain to the 
sprocket first and then to the chain bar. Semitighten the 
hex bolt. (Fig. 4)
Turn the adjusting screw to increase the tension on the 
cutter chain. Pull the middle of the cutter chain lightly. 
When there is a clearance of approx. 5 – 6 mm between 
the chain bar and the cutter chain, the tension on the cut-
ter chain is adequate. (Fig. 5)
After adjusting the tension, tighten the hex bolt firmly to 
secure the chain bar. Additionally tighten slightly the 
adjusting screw. Close the chain cover.
To remove the cutter chain, follow the installation proce-
dures in reverse.

Securing tool to workpiece 
Loosen the vise lever and move the rear vise backward. 
Place the tool on the workpiece so that the front vise con-
tacts the side of the workpiece. Move the rear vise forward 

until the distance between the rear vise and the workpiece 
is 3 – 8 mm. Tighten the vise lever to secure the rear vise. 
Move the tool so that the “0” on the indication plate is 
aligned with the cutting line (A). Push the lever (A) down 
fully to secure the workpiece. (Fig. 6 & 7)
Turn the setting handle until the front edge of the yellow 
indicator plate is aligned with the cutting line (B). (Fig. 8)

OPERATION
Grasp firmly the grips on either side. Switch on the tool 
and wait until the cutter chain attains full speed. Then 
release the hook and lower the tool head to cut in the 
workpiece. Do not apply excessive pressure to the tool. 
This may not only decrease the working efficiency but 
also cause a dangerous reaction. Feed slowly at the 
beginning of a cutting operation, at the time of hole break-
through and when cutting a knot in the workpiece. After 
cutting, gently raise the tool head until you can hook the 
tool head back onto the hook. Then switch off the tool. 
Raise the lever (A) and remove the tool from the work-
piece. (Fig. 9)

WARNING:
• Always hook the tool head back onto the hook when 

not operating the tool.
• Never attempt to cut a twisted or warped workpiece 

which the tool is not secured firmly to.

Adjusting indicator plate and indication 
plate
The yellow indicator plate and indication plate are factory 
adjusted for the standard equipped cutter chain 16.5 mm. 
If the alignment is off, for some reason, or when using 
another size cutter chain, loosen the screws and adjust 
the yellow indicator plate and indication plate.

Enlarging hole
1. Transverse (width) enlargement
A hole can be enlarged transversely by adjusting the 
gauge plate. Max. expansion of hole width is 15 mm. (Fig. 
10)

Example:
When cutting a hole 25 mm wide using a cutter chain 
16.5 mm, proceed as follows:
• Push the lever (B) away from you. Loosen the hex 

bolts securing the gauge plate.
• Adjust the gauge plate so that the travel distance 

(D) is 8.5 mm; that is, 25 mm – 16.5 mm = 8.5 mm. 
Tighten the hex bolts to secure the gauge plate.

• Cut the first hole with the lever (B) pushed away 
from you. Then pull the lever (B) toward you and 
cut again to enlarge the hole.

NOTE:
• The gauge plate is factory adjusted for cutting a hole 

30 mm wide.
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2. Longitudinal (length) enlargement
Hole length can be determined in three steps shown in the 
table below.

NOTE:
• A hole a little longer than predetermined may be cut 

depending upon the cutter chain tension.
• The adjusting hex bolts are factory adjusted for cutting 

holes 90 mm long in the No. 1 set position and 120 mm 
long in the No. 2 set position.

Push down the right-hand grip while raising the left-hand 
grip. Make sure that the adjusting hex bolt slips into place 
securely. (Fig. 11)
Loosen the hex nut securing the adjusting hex bolt. Turn 
the adjusting hex bolt until the cutter chain reaches the 
desired position, then tighten the hex nut.

WARNING:
• When using pressure to turn the adjusting hex bolt or 

hex nut, be careful not to allow the adjusting hex bolt to 
slip off the set position.

To bring the cutter chain back to the perpendicular (origi-
nal) position, pull the lever (C) toward you while pressing 
down on the right-hand grip and slightly raising the left-
hand grip and move the cutter chain back to its original 
position. (Fig. 12)
When cutting a hole, first use the perpendicular position, 
then No.1 set position and finally No.2 set position. 
Always safely hook the tool head back onto the hook 
when changing the cutter chain position. (Fig. 13)
When enlarging a hole both transversely and longitudi-
nally, cut the holes in the order indicated from No. (1) to 
(6) as shown. This makes for more easy and efficient hole 
enlargement. (Fig. 14)

WARNING:
• Never attempt to enlarge a hole with the cutter chain 

still within the hole. This will cause unstable and dan-
gerous operation.

• Never angle the cutter chain when cutting the first hole, 
or a dangerous kickback may result. Always have the 
cutter chain set to the perpendicular position when cut-
ting the first hole.

Lap joints up to 130 mm can be cut with this tool. (Fig. 15)

NOTE:
• Lap joints can be cut only on the front (side away from 

you) of the workpiece.

MAINTENANCE
CAUTION:
• Always be sure that the tool is switched off and 

unplugged before attempting to perform inspection or 
maintenance.

Replacing carbon brushes
Remove and check the carbon brushes regularly. Replace 
when they wear down to the limit mark. Keep the carbon 
brushes clean and free to slip in the holders. Both carbon 
brushes should be replaced at the same time. Use only 
identical carbon brushes. (Fig. 16)
Use a screwdriver to remove the brush holder caps. Take 
out the worn carbon brushes, insert the new ones and 
secure the brush holder caps. (Fig. 17)

Lubrication
After use, remove dirt, chips and foreign matter adhering 
to the tool. Then oil the moving parts (especially cutter 
chain) and the contact portions.
To maintain product SAFETY and RELIABILITY, repairs, 
any other maintenance or adjustment should be per-
formed by Makita Authorized Service Centers, always 
using Makita replacement parts.

ACCESSORIES
CAUTION:
• These accessories or attachments are recommended 

for use with your Makita tool specified in this manual. 
The use of any other accessories or attachments might 
present a risk of injury to persons. Only use accessory 
or attachment for its stated purpose.

If you need any assistance for more details regarding 
these accessories, ask your local Makita service center.
• Cutter chain
• Chain bar for 30 mm
• Sprocket 4 for 30 mm
• Oil supply (100 cc)

Cutter chain position Hole length to be cut
Original position 52.5 mm
No.1 set position 52.5 mm – 105 mm
No.2 set position 77.5 mm – 130 mm
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