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WARNING!
Read this Operator’s Manual
carefully before using this
tool. Failure to understand
and follow the contents of
this manual may result in
electrical shock, fire and/or
serious personal injury.
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Safety Symbols
In this operator’s manual and on the product, safety symbols and signal words are used to communicate important safety
information. This section is provided to improve understanding of these signal words and symbols.

This is the safety alert symbol. It is used to alert you to potential personal injury hazards. Obey all safety messages that follow this
symbol to avoid possible injury or death.

WARNING indicates a hazardous situation which, if not avoided, could result in death or serious injury.

This symbol means read the operator’s manual carefully before using the equipment. The operator’s manual contains important
information on the safe and proper operation of the equipment.

This symbol means always wear safety glasses with side shields or goggles when handling or using this equipment.

WARNING
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General Safety Rules

WARNING
Read and understand all instructions. Failure to follow all in-
structions listed below may result in electric shock, fire,
and/or serious personal injury.

SAVE THESE INSTRUCTIONS!

Work Area Safety
• Keep your work area clean and well lit. Cluttered or

dark areas invite accidents.

• Do not operate tools in explosive atmospheres,
such as in the presence of flam mable liquids,
gases, or dust. Tools can create sparks which may ig-
nite the dust or fumes.

• Keep children and by-standers away while operat-
ing tools. Distractions can cause you to lose control.

• Keep floors dry and free of slippery materials such
as oil. Slippery floors invite accidents.

Personal Safety

• Stay alert, watch what you are doing and use com-
mon sense when operating tools. Do not use tools
while you are tired or under the influence of drugs,
alcohol, or medication. A moment of inattention while
operating tools may result in serious personal injury.

• Use personal protective equipment. Always wear
eye protection. Protective equipment such as dust
mask, non-skid safety shoes, hard hat, or hearing pro-
tection used for appropriate conditions will reduce per-
sonal injuries.

• Do not overreach. Keep proper footing and bal-
ance at all times. Proper footing and balance en-
ables better control of the tool in unexpected situations.

Tool Use and Care
• Do not force tool. Use the correct tool for your ap-

plication. The correct tool will do the job better and
safer at the rate for which it is designed.

• Store idle tools out of the reach of children and do
not allow persons unfamiliar with the tool or these
instructions to operate the tool. Tools can be dan-
gerous in the hands of untrained users.

• Maintain tools. Check for misalignment or binding
of moving parts, breakage of parts and any other
condition that may affect the tool’s operation. If
damaged, have the tool repaired before use. Many
accidents are caused by poorly maintained tools.

• Keep handles dry and clean; free from oil and
grease. Allows for better control of the tool.

Service

• Have your tool serviced by a qualified repair per-
son using only identical replacement parts. This will
ensure that the safety of the tool is maintained.

Specific Safety Information

WARNING
This section contains important safety information
that is specific to this tool.

Read these precautions carefully before using Soil
Pipe Cutters to reduce the risk of serious per-
sonal injury.

SAVE THESE INSTRUCTIONS!

If you have any question concerning this Ridge Tool prod-
uct: 
– Contact your local RIDGID distributor. 
– Visit www.RIDGID.com or www.RIDGID.eu to find your

local Ridge Tool contact point.
– Contact Ridge Tool Technical Services Department

at techservices@ridgid.com, or in the U.S. and Canada
call (800) 519-3456.

• Keep others out of work area while cutting. Stand
clear of the pipe. Cutting can cause pieces of pipe to
be thrown with considerable force. This can cause
striking injuries, eye injuries, or other serious personal
injury.

• Always wear Safety Glasses. Protects your eyes
against dirt and other foreign objects.

• Do not exceed the recommended cutting capacity
of the tool. Cutting pipe that is too large or the wrong
type could overload the soil pipe cutter and cause
tool failure and or serious personal injury. Do not extend
the chain to cut soil pipe greater than 8" in diameter.

• Do not use handle extensions or power tools to ac-
tivate the soil pipe cutter. Handle extensions
(cheaters) can slip and cause serious injury. Extended
handles or power tools can overload the soil pipe cut-
ter and cause tool failure and or serious personal injury. 

Description And Specifications 
Description
RIDGID® Soil Pipe Cutters are used to cut a variety of cast
iron soil pipe and can also be used on concrete and clay
pipe. All RIDGID Soil Pipe Cutters use chains equipped
with cutter wheels that are tightened around the pipe
until the pipe breaks. The 226, 206 and 276 all use the
same chain assembly, while the 246 is supplied with a
larger chain. All tools come standard with enough chain to
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cut pipe up to 6" nominal diameter, and with the addition of
one chain extension can cut pipe up to 8" nominal diam-
eter. See the Soil Pipe Cutter Capacity Chart for specific in-
formation on the types of material and sizes cut with
each. 

Soil Pipe Cutter Capacity Chart

226 In-Place Soil Pipe Cutter

Figure 1 – 226 Soil Pipe Cutter

The RIDGID 226 In-Place Soil Pipe Cutter is a compact
tool (17" long) designed to cut hub and no-hub soil pipe,
especially where space is limited. The handle is removable
to allow use in tight spaces. The feedscrew is equipped
with a hand knob for fast adjustment, and a 15" long 1/2"
drive ratchet is supplied for operation. If needed, the 226
can also be operated with any 1/2" drive ratchet or 15/16"
wrench. The 226 uses a unique hooking mechanism to
make hooking the chain easier.

The 226 In-Place Soil Pipe Cutter is protected under var-
ious U.S. and International patents, including U.S. Patent
6,141,876.

Soil Pipe Cutters
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206 and 246 Soil Pipe Cutters

Figure 2 – 206/246 Soil Pipe Cutter

The RIDGID 206 and 246 Soil Pipe Cutters utilize an inte-
gral ratchet handle centered on the pipe. This is espe-
cially useful when cutting pipe in trenches, and helps keep
the width of the trench to a minimum. Both use a unique
hooking mechanism to make hooking the chain easier.
The 206 uses the same chain as the 226 and 276, while
the chain on the 246 is larger and allows it to cut 4" class 22
water main and 2" – 5" extra heavy duty soil pipe.

276 Soil Pipe Cutter 

Figure 3 – 276 Soil Pipe Cutter

The RIDGID 276 Soil Pipe Cutter is designed to allow soil
pipe to be cut in a single stroke. This allows repeated
cuts to be made quickly.

Model Material/Size
226 206 276 246

*(1) *(1) *(1) *(1) Clay pipe, 8"
* * * * Service weight cast iron solid pipe, 8"
* * * * No hub cast iron soil pipe, 8"
• • • • Concrete pipe, 4" - 6"
• • • • Clay pipe, 11⁄2" - 6"

• Class 22 water main, 4"
• Extra heavy-duty cast iron soil pipe, 2" - 5"

• • • • Service weight cast iron soil pipe, 11⁄2" - 6"
• • • • No hub cast iron soil pipe, 11⁄2" - 6"

• Standard Length Chain. *Chain with One Chain Extension.
(1) Up to 15" Clay Pipe only can be cut with extended chain.
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Tool Set-Up and Operation 

WARNING

Follow set up and operating instructions to re-
duce the risk of serious injury from striking or im-
pact injuries and other causes and prevent ma-
chine damage.
Keep others out of work area while cutting. Stand
clear of the pipe. Cutting can cause pieces of
pipe to be thrown with considerable force. This can
cause striking injuries, eye injuries, or other seri-
ous personal injury.
Always wear eye protection to protect your eyes
against dirt and other foreign objects.

1. Check work area for adequate lighting and a clear,
level, stable place to work.

2. Inspect the pipe to be cut. Determine the size and type
of material. If cutting pipe that is already in service, de-
termine the pipe contents.

3. Determine the correct pipe cutter for the application.
Other pipe cutters can be found in the RIDGID Cat alog
at www. RIDGID.com or www.RIDGID.eu. RIDGID
soil pipe cutters can be used for soil pipe up to a
maximum of 8" diameter. See Specification Section.

4. Make sure that the soil pipe cutter has been properly
inspected.

5. Prepare the pipe to be cut.

• Take any appropriate steps required to drain the
pipe and/or deal with any potential spillage. 

• Clean mud or corrosion off of the pipe. Excessive
corrosion or mud can cause poor quality cuts and
damage cutter wheels.

• Make sure there is enough room to get the chain
around the pipe. The 206/226 and 276 need ap-
proximately 11/2" around the pipe for the chain to fit,
the 246, about 2". If cutting loose pipe, to protect the
cutter wheels from damage against concrete or
other hard surfaces, place the pipe on short stands
or wood block to get the pipe off the floor or work on
a softer surface like a piece of plywood. 

• When cutting short sections of pipe, if possible,
restrain the pipe to prevent it from being thrown
when cut. This can be done by placing a smaller
piece of pipe or lumber through the center of the
pipe, or by other methods.

Specifications

Pre-Operation
Inspection/Maintenance

WARNING
Before each use, inspect and maintain your soil
pipe cutter and correct any problems to reduce the
risk of serious injury from striking or impact in-
juries and other causes and to prevent soil pipe
cutter damage.

1. Clean the soil pipe cutter and remove all dirt, oil,
grease and debris. If needed, the chain can be
cleaned with a wire brush. This aids in inspection
and helps prevent the tool from slipping from your grip
during use.

2. Inspect the soil pipe cutter for the following items:
• Proper assembly and completeness
• Broken, cracked, missing, bent or binding parts
• Excessive corrosion and wear
• Smooth, free movement of ratchet, screws, chain

and linkages
• Presence and readability of warning labels

3. Inspect the chain for signs of overload or other dam-
age. There should be no significant gaps between
the plates of the chain. If there are large gaps between
the links of the chain or other damage, the chain
should be replaced. Check the cutter wheels for wear
and damage. Worn and damaged cutter wheels in-
crease cut force and can cause poor quality cuts. 

4. On the 226 Soil Pipe Cutter, press the release button
in the center of the ratchet head and place into the end
of the feedscrew. The ratchet should lock firmly into
place. This helps to prevent the ratchet from coming
loose from the cutter when in use. If using a different
ratchet or wrench, be aware that it could come loose
during use.

5. If any problems are found, do not use the soil pipe cut-
ter until corrected.

6. If needed, lubricate pivot points and the chain with a
light lubricating oil. Wipe any excess oil off.

* Do not use more than one chain extension except for use with clay pipe up to 15".

Catalog Model Description Capacity Weight Std. Replmt. 

No. No. in. mm lb. kg Pack Chain
Cat #

68650 206 Soil Pipe Cutter No Hub 11/2-6 50-150 18 8.2 1 33670
69982 226 In-Place Soil Pipe Cutter 11/2-6 50-150 18 8.2 1 33670
32900 246 Soil Pipe Cutter 11/2-6 50-150 25 11.3 1 34575
74207 276 Soil Pipe Cutter 11/2-6 50-150 233/4 11.7 1 33670
33665 206/226/276 Chain Extension Assy.* – – 1 3.5 1 –
34570 246 Chain Extension Assy.* – – 1 3.5 1 –
70437 – 226 Ratchet – – 1
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6. For all of the soil pipe cutters, the tool must be fully
open and the chain snugly wrapped around the pipe
before hooking the chain. If not, the wrong pin may be
hooked and the cut may not be able to be completed.
This can also cause the cutter to jam. If that happens,
fully open the tool and move the chain to the next
tighter chain pin and continue operation as described

7. Choose a spot to operate the cutter from. Keep in
mind that when the pipe is cut, parts of it may be
thrown. Make sure that the area is clear of others or
objects that could be struck by pipe. Be aware that
when the pipe is cut the soil pipe cutter and pipe
could drop or fall.

226 Set-Up and Operation

The handle of the 226 Soil Pipe Cutter can be removed for
use in tight spaces. Remove the two bolts/nuts that retain
the handle to the arms of the cutter and remove the han-
dle. Re-install and firmly tighten the bolts/nuts in the arms
of the cutter before use. The handle can be placed in
any of four positions if needed.

Figure 4 – Using the 226 Soil Pipe Cutter

1. Grip the adjusting knob of the soil pipe cutter and fully
open. 

2. Place the soil pipe cutter on the pipe so the cutter
wheels line up with the desired cut point. Makes sure
both hooks are lying on the pipe with the open side
up.

3. Wrap the chain snugly around the pipe and place
the nearest chain pin into the hooks.

4. Make sure that the cutter wheels are square to the
pipe and at the desired location. Turn the adjusting
knob to firmly tighten the chain around the pipe.

5. Press the release button in the center of the ratchet
head and place into the end of the feedscrew. The
ratchet should lock firmly into place. If using a different
wrench, it may not lock in place and may come loose
during operation. Make sure that the ratchet is set to
tighten the feedscrew.

6. Assume a stable stance, and with a firm grip on the
handle, tighten the feedscrew with the ratchet. Con -
tinue tightening until the pipe is cut.

206/246 Set-Up and Operation

1. Lift and turn the ratchet knob to the neutral position
(pin out of the groove). Grip the adjusting knob of the
soil pipe cutter and fully open. 

Figure 5 – 206/246 Soil Pipe Cutter

2. If possible, while straddling the longest section of
the pipe, put the adjusting knob to your right. When
cut, the short section of pipe will be away from you.

3. Place the soil pipe cutter on the pipe so that the cut-
ter wheels are lined up with the desired cut point.
Makes sure both hooks are lying on the pipe with the
open side up.

4. Wrap the chain snugly around the pipe and place the
nearest chain pin into the hooks.

5. Make sure that the cutter wheels are square to the
pipe and at the desired location. Turn the adjusting
knob to firmly tighten the chain around the pipe. DO
NOT try to use the adjusting knob to cut the pipe –
this can damage the soil pipe cutter.

6. Turn the ratchet knob in the close direction so that the
arrow points to the word CUT on the ratchet housing.

7. Assume a stable stance, and with a firm grip on the
handle, move the handle toward the pipe to tighten the
chain. Continue ratcheting and tightening until the
pipe is cut. 

Ratchet

Handle

Ratchet Knob Adjusting
Knob

Outer Side
Arm

Hook
Chain Pin

Inner Side
Arm

Hook

Handle Bolts

Adjusting Knob

Chain Pin
Chain
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IMPORTANT
If the ratcheting action stops before the pipe is cut, the tool
has been jammed. DO NOT FORCE the handle or ad-
justing knob. Lift and turn the ratchet knob so that the
arrow points to the word OPEN on the ratchet housing.
Hold the ratchet knob in this position while moving the han-
dle in that direction to unjam the tool. Fully open the tool
and move the chain to the next tighter chain pin and con-
tinue operation as described.

276 Set-Up and Operation

Once the 276 Soil Pipe Cutter is adjusted for a given
size of pipe, it usually requires no further adjustment for
subsequent cuts.

Figure 6 – 276 Soil Pipe Cutter

1. Place the jaws of the tool next to and square to the
pipe, with the chain under or around the pipe. If cutting
on ground, the adjusting screw should be up.

2. Open the handles to 90 degrees and support the
upper handle with one hand.

3. With the other hand, pull the chain tight around the
pipe and insert the closest chain pin into the hook area
of the jaw. Make sure that the excess chain is clear of
the mechanism.

4. Make sure the chain is square to the pipe and in the
proper location, and carefully close the jaws of the soil
pipe making sure that the chain pin stays hooked.
Using the adjusting screw, adjust so that the han-
dles are approximately 45 to 70 degrees apart for cast
iron pipe and 20 to 45 degrees apart for clay or con-
crete pipe. If you cannot get a proper angle using
the adjusting screw, the chain must be disengaged
from the hooks, the jaws opened further with the ad-
justing screw, and the chain hooked to the next pin.

5. Assume a stable stance. If working with one handle on
the ground, place one foot on the flat of the lower han-

dle. With a firm grip on the handle, exert even down-
ward force until the pipe is cut.

Cutting Tips
Once the appropriate pin for a given size pipe has been
determined; marking the pin can save time setting up
subsequent cuts of the same size.

For cleaner cuts, instead of tightening the chain until the
pipe is cut, tighten the chain enough to mark the pipe. Then
loosen the chain and slightly rotate the pipe or the tool and
make another set of marks. Do this several times to create
marks all the way around the pipe, then tighten the chain
and break the pipe. 

When carrying your soil pipe cutter, do not drag the chain.
This can wear and damage the cutter wheels, increasing
cut force and cause poor cut quality.

Lengthening Your Soil Pipe
Cutter Chain

Do not exceed the recommended cut-
ting capacity of the tool. Cutting pipe that is too large or
the wrong type could overload the soil pipe cutter and
cause tool failure and or serious personal injury.

All RIDGID Soil Pipe Cutters come equipped with enough
chain to cut 6" pipe. The addition of one Chain Extension
Assembly (see specification table for catalog informa-
tion) will increase your chain length enough to allow 8" soil
pipe to be cut. If you are cutting clay pipe ONLY, you can
extend your chain to allow up to 15" clay pipe to be cut. Do
not cut types or sizes of pipes outside the range shown in
the cutter capacity chart, as that could overload and dam-
age the cutter or cause injury.

To Add A Chain Extension Assembly To
Your Chain

1. Remove the ring from the end of the chain.

2. Place the outside links of the extension over the inside
links of the chain, and place the cutter wheel be-
tween the inside links.

3. Place the area of the chain to be linked in a press and
properly support. Align the holes in the links and cut-
ter wheel and place the pin in the hole.

4. Carefully press the pin in. Make sure to center the pin
relative to the chain links.

5. Reattach the ring to the end of the extended chain. 

WARNING

Lower Handle

Upper Handle

Adjusting Screw

Chain

Jaws



E M E R S O N . C O N S I D E R I T S O L V E D .™

Against Material Defects  
& Workmanship

FULL LIFETIME 
WARRANTY

Ridge Tool Company
400 Clark Street
Elyria, Ohio 44035-6001

What is covered
RIDGID® tools are warranted to be free of defects in workmanship and material.

How long coverage lasts
This warranty lasts for the lifetime of the RIDGID® tool. Warranty coverage ends when the product
becomes unusable for reasons other than defects in workmanship or material.

How you can get service
To obtain the benefit of this warranty, deliver via prepaid transportation the complete product to
RIDGE TOOL COMPANY, Elyria, Ohio, or any authorized RIDGID® INDEPENDENT SERVICE CENTER.
Pipe wrenches and other hand tools should be returned to the place of purchase.

What we will do to correct problems
Warranted products will be repaired or replaced, at RIDGE TOOL’S option, and returned at no charge;
or, if after three attempts to repair or replace during the warranty period the product is still defective,
you can elect to receive a full refund of your purchase price.

What is not covered
Failures due to misuse, abuse or normal wear and tear are not covered by this warranty. RIDGE TOOL
shall not be responsible for any incidental or consequential damages.

How local law relates to the warranty
Some states do not allow the exclusion or limitation of incidental or consequential damages, so the
above limitation or exclusion may not apply to you. This warranty gives you specific rights, and you
may also have other rights, which vary, from state to state, province to province, or country to coun-
try.

No other express warranty applies
This FULL LIFETIME WARRANTY is the sole and exclusive warranty for RIDGID® products. No em-
ployee, agent, dealer, or other person is authorized to alter this warranty or make any other warranty
on behalf of the RIDGE TOOL COMPANY.

Qué cubre
Las herramientas RIDGID están garantizadas contra defectos de la mano de obra y de los
materiales empleados en su fabricación.

Duración de la cobertura
Esta garantía cubre a la herramienta RIDGID durante toda su vida útil. La cobertura de la garantía ca-
duca cuando el producto se torna inservible por razones distintas a las de defectos en la mano de
obra o en los materiales.

Cómo obtener servicio
Para obtener los beneficios de esta garantía, envíe mediante porte pagado, la totalidad del producto
a RIDGE TOOL COMPANY, en Elyria, Ohio, o a cualquier Servicentro Independiente RIDGID. Las llaves
para tubos y demás herramientas de mano deben devolverse a la tienda donde se adquirieron.

Lo que hacemos para corregir el problema
El producto bajo garantía será reparado o reemplazado por otro, a discreción de RIDGE TOOL, y de-
vuelto sin costo; o, si aún resulta defectuoso después de haber sido reparado o sustituido tres veces
durante el período de su garantía, Ud. puede optar por recibir un reembolso por el valor total de su
compra.

Lo que no está cubierto
Esta garantía no cubre fallas debido al mal uso, abuso o desgaste normal. RIDGE TOOL no se hace
responsable de daño incidental o consiguiente alguno.

Relación entre la garantía y las leyes locales
Algunos estados de los EE.UU. no permiten la exclusión o restricción referente a daños incidentales
o consiguientes. Por lo tanto, puede que la limitación o restricción mencionada anteriormente no rija
para Ud. Esta garantía le otorga derechos específicos, y puede que, además, Ud tenga otros dere-
chos, los cuales varían de estado a estado, provincia a provincia o país a país.

No rige ninguna otra garantía expresa
Esta GARANTIA VITALICIA es la única y exclusiva garantía para los productos RIDGID. Ningún em-
pleado, agente, distribuidor u otra persona está autorizado para modificar esta garantía u ofrecer
cualquier otra garantía en nombre de RIDGE TOOL COMPANY.

Ce qui est couvert
Les outils RIDGE® sont garantis contre tous vices de matériaux et de main d’oeuvre.

Durée de couverture
Cette garantie est applicable durant la vie entière de l’outil RIDGE®. La couverture cesse dès lors que le
produit devient inutilisable pour raisons autres que des vices de matériaux ou de main d’oeuvre.

Pour invoquer la garantie
Pour toutes réparations au titre de la garantie, il convient d’expédier le produit complet en port payé
à la RIDGE TOOL COMPANY, Elyria, Ohio, ou bien le remettre à un réparateur RIDGID® agréé. Les clés
à pipe et autres outils à main doivent être ramenés au lieu d’achat.

Ce que nous ferons pour résoudre le problème
Les produits sous garantie seront à la discrétion de RIDGE TOOL, soit réparés ou remplacés, puis ré-
expédiés gratuitement ; ou si, après trois tentatives de réparation ou de remplacement durant la péri-
ode de validité de la garantie le produit s’avère toujours défectueux, vous aurez l’option de demander
le remboursement intégral de son prix d’achat.

Ce qui n’est pas couvert
Les défaillances dues au mauvais emploi, à l’abus ou à l’usure normale ne sont pas couvertes par cette
garantie. RIDGE TOOL ne sera tenue responsable d’aucuns dommages directs ou indirects.

L’influence de la législation locale sur la garantie
Puisque certaines législations locales interdisent l’exclusion des dommages directs ou indirects, il se
peut que la limitation ou exclusion ci-dessus ne vous soit pas applicable. Cette garantie vous donne des
droits spécifiques qui peuvent être éventuellement complétés par d’autres droits prévus par votre lég-
islation locale.

Il n’existe aucune autre garantie expresse
Cette GARANTIE PERPETUELLE INTEGRALE est la seule et unique garantie couvrant les produits
RIDGID®. Aucun employé, agent, distributeur ou tiers n’est autorisé à modifier cette garantie ou à of-
frir une garantie supplémentaire au nom de la RIDGE TOOL COMPANY.

Printed in U.S.A.  7/09 © 2009 RIDGID, Inc. 999-998-611.10
EC36096 REV. B

Parts are available online at RIDGIDParts.com


